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SURFACE + '7¢"

VARTABLE WIDTH

FLUSH WITH PAVEMENT

VARIABLE DEPTH
INPLACE CONCRETE

DOWEL BAR RETROFIT

DESCRIPTION: THIS REPAIR IS INTENDED TO BE USED TO
ESTABLISH/RESTORE LOAD TRANSFER AT JOINTS

ROUT OR SAW FOR
APPROPRIATE REPAIR

FILLER MATERTAL
TO MAINTAIN
CRACK
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CAULKING FILLER
PLACE AT BOTTOM AND
SIDES OF CRACK

L—1,5” MIN. CLEARANCE
BENEATH BAR

117" x 18" DOWEL BAR CENTERED ON JOINT

TYPICAL RETROFIT DOWEL LAYOUT
(FOR JOINT)

18" 12"12"

PROVIDE DOWEL BARS PARALLEL TO THE CENTERLINE
AND TO THE PAVEMENT SURFACE.

OUTSIDE WHEEL PATH

JOINT

DOWELS 1'7," x 18"

LIMIT DEVIATIONS FROM PARALLEL TO '/
IN THE LENGTH OF THE DOWEL BARS.

TYPICAL LANE

MID-PANEL CRACK‘A\\\

VARTABLE WIDTH FILLER MATERIAL

TO MAINTAIN JOINT

11" TYP.
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PREFABRICATED CHAIRS (TYP.)
AS NEEDED FOR

OUTSIDE WHEEL PATH

DOWEL PLACEMENT

TYPICAL RETROFIT DOWEL LAYOUT
(FOR MID-PANEL CRACK)

18" 12"12"

CRACK

DOWELS 1'4,"

x 18"
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